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WARRANTY STATEMENT

CRAFTSMAN LIMITED WARRANTY

FOR TWO YEARS from the date of sale, this product is warranted against any defects in material or workmanship.
WITH PROOF OF SALE, a defective product will receive free repair or replacement at option of seller.

ADDITIONAL LIFETIME LIMITED WARRANTY on UPPER and LOWER CHUTE

FOR AS LONG AS ITIS USED by the original owner after the second year from the date of purchase,the upper and lower chute of this snow thrower are
warranted against any defects in material or workmanship as verified by a Sears authorized service provider.

WITH PROOF OF SALE, you will receive a new chute free of charge. You are responsible for the labor cost of installation and any cost incurred to verify the
defect.

For warranty coverage details to obtain free repair or replacement, visit the web page: www.craftsman.com/warranty
This warranty covers ONLY defects in material and workmanship. Warranty coverage does NOT include:

Expendable items that can wear out from normal use within the warranty period, including but not limited to augers, auger paddles, drift cutters, skid
shoes, shave plate, shear pins, spark plug, air cleaner, belts, and oil filter.

Standard maintenance servicing, oil changes, or tune-ups.
Tire replacement or repair caused by punctures from outside objects, such as nails, thorns, stumps, or glass.
Tire or wheel replacement or repair resulting from normal wear, accident, or improper operation or maintenance.

Repairs necessary because of operator abuse, including but not limited to damage caused by over-speeding the engine, or from impacting objects that
bend the frame, auger shaft, etc.

Repairs necessary because of operator negligence, including but not limited to, electrical and mechanical damage caused by improper storage, failure to
use the proper grade and amount of engine oil, or failure to maintain the equipment according to the instructions contained in the operator’s manual.

Engine (fuel system} cleaning or repairs caused by fuel determined to be contaminated or oxidized (stale). In general, fuel should be used within 30 days
of its purchase date.

Normal deterioration and wear of the exterior finishes, or product label replacement.
This warranty is void if this product is ever used while providing commercial services or if rented to another person.
This warranty gives you specific legal rights, and you may also have other rights which vary from state to state.
Sears Brands Management Corporation, Hoffman Estates, IL 60179

PRODUCT SPECIFICATIONS MODEL NUMBER

Engine Oil:  5W-30 Model Number
Fuel: Unleaded Gasoline Serial Number
Engine: Craftsman Date of Purchase

Record the model number, serial number,
and date of purchase above.

© Sears Brands, LLC 2



SAFETY INSTRUCTIONS

A\ WARNING

This symbol points out important safety instructions which, if not
followed, could endanger the personal safety and/or property of
yourself and others. Read and follow all instructions in this manual

before attempting to operate this machine. Failure to comply with these
instructions may result in personal injury. When you see this symbol, HEED
ITS WARNING!

A\ DANGER

This machine was built to be operated according to the safe operation
practices in this manual. As with any type of power equipment,
carelessness or error on the part of the operator can resultin serious injury.
This machine is capable of amputating fingers, hands, toes and feet and
throwing debris. Failure to observe the following safety instructions could
resultin serious injury or death.

A\ WARNING

CALIFORNIA PROPOSITION 65

Engine Exhaust, some of its constituents, and certain vehicle components
contain or emit chemicals known to State of California te cause cancer and
birth defects or other reproductive harm.

A\ WARNING

Your Responsibility—Restrict the use of this power machine to
persons who read, understand and follow the warnings and instructions in
this manual and on the machine.

SAVE THESE INSTRUCTIONS!

TRAINING

. Read, understand, and follow all instructions on the machine and in the
manual(s) before attempting to assemble and operate. Failure to do so can
result in serious injury to the operator and/or bystanders. Keep this manual
in a safe place for future and reqular reference and for ordering replacement
parts.

. Be familiar with all controls and their proper operation. Know how to stop
the machine and disengage them quickly.

. Never allow children under 14 years of age to operate this machine. Children
14 and over should read and understand the instructions and safe operation
practices in this manual and on the machine and be trained and supervised
by an adult.

. Never allow adults to operate this machine without proper instruction.

. Thrown objects can cause serious personal injury. Plan your snow-throwing
pattern to avoid discharge of material toward roads, bystanders and the like.

. Keep bystanders, pets and children at least 75 feet from the machine while it
is in operation. Stop machine if anyone enters the area.

. Exercise caution to avoid slipping or falling, especially when operating in
reverse.

PREPARATION

. Thoroughly inspect the area where the equipment is to be used. Remove all
doormats, newspapers, sleds, boards, wires and other foreign objects, which
could be tripped over or thrown by the auger/impeller.

. Always wear safety glasses or eye shields during operation and while
performing an adjustment or repair to protect your eyes. Thrown objects
which ricochet can cause serious injury to the eyes.

. Do not operate without wearing adequate winter outer garments. Do not
wear jewelry, long scarves or other loose clothing, which could become
entangled in moving parts. Wear footwear which will improve footing on
slippery surfaces.

. Use a grounded three-wire extension cord and receptacle for all machines
with electric start engines.

. Disengage all control levers before starting the engine.

. Adjust collector housing height to clear gravel or crushed rock surfaces.

. Never attempt to make any adjustments while engine is running, except
where specifically recommended in the operator’s manual.

. Let engine and machine adjust to outdoor temperature before starting to
clear snow.

Safe Handling of Gasoline:

To avoid personal injury or property damage use extreme care in handling
gasoline. Gasoline is extremely flammable and the vapors are explosive.
Serious personal injury can occur when gasoline is spilled on yourself or your
clothes which can ignite. Wash your skin and change clothes immediately.

. Use only an approved gasoline container.

. Never fill containers inside a vehicle or on a truck or trailer bed with a plastic
liner, Always place containers on the ground away from your vehicle before
filling.

. When practical, remove gas-powered equipment from the truck or
trailer and refuel it on the ground. If this is not possible, then refuel such
equipment on a trailer with a portable container, rather than from a gasoline
dispenser nozzle.

. Keep the nozzle in contact with the rim of the fuel tank or container opening
at all times until fueling is complete. Do not use a nozzle lock-open device.

. Extinguish all cigarettes, cigars, pipes and other sources of ignition.
. Never fuel machine indoors.

. Never remove gas cap or add fuel while the engine is hot or running. Allow
engine to cool at least two minutes before refueling.

. Never over fill fuel tank. Fill tank to no more than %2 inch below bottom of
filler neck to allow space for fuel expansion.

. Replace gasoline cap and tighten securely.

. If gasoline is spilled, wipe it off the engine and equipment. Move unit to
another area. Wait 5 minutes before starting the engine.



SAFETY INSTRUCTIONS

To reduce fire hazards, keep machine free of grass, leaves, or other debris
build-up. Clean up oil or fuel spillage and remove any fuel soaked debris.

Never store the machine or fuel container inside where there is an open
flame, spark or pilot light as on a water heater, space heater, furnace, clothes
dryer or other gas appliances.

OPERATION

°

Do not put hands or feet near rotating parts, in the auger/impeller housing
or chute assembly. Contact with the rotating parts can amputate hands and
feet.

The auger/impeller control lever is a safety device. Never bypass its
operation. Doing so makes the machine unsafe and may cause personal
injury.

The control levers must operate easily in both directions and automatically
return to the disengaged position when released.

Never aperate with a missing or damaged chute assembly. Keep all safety
devices in place and working.

Never run an engine indoors or in a poorly ventilated area. Engine exhaust
contains carbon monoxide, an odorless and deadly gas.

Do not operate machine while under the influence of alcohol or drugs.

Muffler and engine become hot and can cause a burn. Do not touch. Keep
children away.

Exercise extreme caution when operating on or crossing gravel surfaces. Stay
alert for hidden hazards or traffic.

Exercise caution when changing direction and while operating on slopes. Do
not operate on steep slopes.

Plan your snow-throwing pattern to avoid discharge towards windows,
walls, cars etc. Thus, avoiding possible property damage or personal injury
caused by a ricochet.

Never direct discharge at children, bystanders and pets or allow anyone in
front of the machine.

Do not overload machine capacity by attempting to clear snow at too fast of
arate.

Never operate this machine without good visibility or light. Always be sure of
your footing and keep a firm hold on the handles. Walk, never run.

Disengage power to the auger/impeller when transporting or not in use.

Never aperate machine at high transport speeds on slippery surfaces. Look
down and behind and use care when backing up.

If the machine should start to vibrate abnormally, stop the engine,
disconnect the spark plug wire and ground it against the engine. Inspect
thoroughly for damage. Repair any damage before starting and operating.

Disengage all control levers and stop engine before you leave the operating
position (behind the handles). Wait until the auget/impeller comes to

a complete stop before unclogging the chute assembly, making any
adjustments, or inspections.

Never put your hand in the discharge or collector openings. Do not unclog
chute assembly while engine is running. Shut off engine and remain behind
handles until all moving parts have stopped before unclogging.

Use only attachments and accessories approved by the manufacturer (e.g.
wheel weights, tire chains, cabs etc.).

When starting engine, pull cord slowly until resistance is felt, then pull
rapidly. Rapid retraction of starter cord (kickback) will pull hand and arm
toward engine faster than you can let go. Broken bones, fractures, bruises or
sprains could result.

If situations occur which are not covered in this manual, use care and good
judgment.

CLEARING A CLOGGED DISCHARGE CHUTE
Hand contact with the rotating impeller inside the discharge chute is the most
common cause of injury associated with snow throwers. Never use your hand to
clean out the discharge chute.

To clear the chute:

a.  SHUT THE ENGINE OFF!

b.  Wait 10 seconds to be sure the impeller blades have stopped
rotating.

€. Always use a clean-out tool, not your hands.

MAINTENANCE & STORAGE

°

Never tamper with safety devices. Check their proper operation reqularly.
Refer to the maintenance and adjustment sections of this manual.

Before cleaning, repairing, or inspecting machine disengage all control
levers and stop the engine. Wait until the auger/impeller come to a complete
stop. Disconnect the spark plug wire and ground against the engine to
prevent unintended starting.

Check bolts and screws for proper tightness at frequent intervals to keep the
machine in safe working condition. Also, visually inspect machine for any
damage.

Do not change the engine governor setting or over-speed the engine. The
governor controls the maximum safe operating speed of the engine.

Snow thrower shave plates and skid shoes are subject to wear and damage.
For your safety protection, frequently check all components and replace
with original equipment manufacturer’s (OEM) parts only as listed in the
Parts pages of this operator’s manual. Use of parts which do not meet the
original equipment specifications may lead to improper performance and
compromise safety!

Check control levers periodically to verify they engage and disengage
properly and adjust, if necessary. Refer to the adjustment section in this
operator’s manual for instructions.

Maintain or replace safety and instruction labels, as necessary.

Observe proper disposal laws and regulations for gas, oil, etc. to protect the
environment.

Prior to storing, run machine a few minutes to clear snow from machine and
prevent freeze up of auger/impeller.

Never store the machine or fuel container inside where there is an open
flame, spark or pilot light such as a water heater, furnace, clothes dryer etc.

Always refer to the operator’s manual for proper instructions on off-season
storage.






