owner’s manual

2 seat promo swing

Product code: 0-01345654-6
UPC code: 095457840224

Date of purchase: _____ / ____ / ____
ASSEMBLY INSTRUCTIONS

PLEASE ASSEMBLE THE SWING ACCORDING TO THESE INSTRUCTIONS, THANKS!

<table>
<thead>
<tr>
<th>No.</th>
<th>Description</th>
<th>Qty</th>
<th>No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>#1</td>
<td></td>
<td></td>
<td>#15</td>
<td>1/4&quot;x65mm</td>
</tr>
<tr>
<td>#2</td>
<td></td>
<td></td>
<td>#16</td>
<td>1/4&quot;x65mm</td>
</tr>
<tr>
<td>#3</td>
<td></td>
<td></td>
<td>#17</td>
<td>5/16&quot;x42mm</td>
</tr>
<tr>
<td>#4</td>
<td></td>
<td></td>
<td>#18</td>
<td>1/4&quot;</td>
</tr>
<tr>
<td>#5</td>
<td></td>
<td></td>
<td>#19</td>
<td>1/4&quot;</td>
</tr>
<tr>
<td>#6</td>
<td></td>
<td></td>
<td>#20</td>
<td>5/16&quot;x38mm</td>
</tr>
<tr>
<td>#7</td>
<td></td>
<td></td>
<td>#21</td>
<td></td>
</tr>
<tr>
<td>#8</td>
<td></td>
<td></td>
<td>#22</td>
<td></td>
</tr>
<tr>
<td>#9</td>
<td></td>
<td></td>
<td>#23</td>
<td></td>
</tr>
<tr>
<td>#10</td>
<td></td>
<td></td>
<td>#24</td>
<td>5/16&quot;</td>
</tr>
<tr>
<td>#11</td>
<td></td>
<td></td>
<td>#25</td>
<td>5/16&quot;</td>
</tr>
<tr>
<td>#12</td>
<td></td>
<td></td>
<td>#26</td>
<td>5/16&quot;x32mm</td>
</tr>
<tr>
<td>#13</td>
<td></td>
<td></td>
<td>#27</td>
<td>5/16&quot;</td>
</tr>
<tr>
<td>#14</td>
<td></td>
<td></td>
<td>#28</td>
<td>1/4&quot;</td>
</tr>
</tbody>
</table>

MADE IN CHINA

ASSEMBLY DRAWING

CAUTION: TUBE IS PUT IN-BETWEEN WASHERS AS FIG, AND SMALL WASHER #19 IS FOR SCREWS #15 & #16, BIG WASHER #25 IS FOR SCREWS #14, #17 & #26.
ASSEMBLY INSTRUCTIONS
REFER TO THE DRAWING WHEN ASSEMBLING THE SWING.

MAIN FRAME ASSEMBLY:
1. Bring the top end of leg tube #2-R & #3 together using bolts #14 & nuts #24. Do not tighten the bolts & nuts. (Same at the other side.)
2. Attach tube #1 at both ends to top end of leg tubes #3 and tighten the bolts #14 & nuts #24.
3. Attach rod #5 to leg tube #2-R and #3 at both ends with bolts #16 & nuts #18.
4. Attach tube #4 to leg tube #3 at both ends with bolts #15 & nuts #18.

FIG. 1

WARNING:
PLEASE LOOSE BOTH SIDE KNOBS #21 BEFORE ROTATE THE CANOPY.

CANOPY ASSEMBLY:
1. Insert tubes #10 into the sleeves of the canopy cover #8.
2. Insert both tubes #10 into ends tube #11.
3. Attach canopy assembly on to the main frame using the bolts #20 & knobs #21 to connect with top end of leg tubes #2.

FIG. 2

SEAT ASSEMBLY:
1. Open seat #7.
2. Attach tube #9 and tube #6 to back frame using bolt #26 & nut #24.
3. Attach tube #8 to seat frame using bolt #26 & nut #24.
4. Attach tube #9 at the bend of tube #6 using bolt #17 & nut #24 (bolt #17 point outside.)
5. Hook spring #13 at the top of both tubes #9 together. (Same at the other side.)

FINAL STEP:
1. Hang the seat assembly on both sides to the corner bracket of tube #1 using the hooks #13.
2. Use plastic plugs #12 to four tubes end as per drawing.

MAKE SURE ALL THE BOLTS & NUTS ARE FIRMLY TIGHTENED. THEN PUT THE PLASTIC NUT CAPS #27 TO NUTS #24, CAPS #28 TO NUTS #18.

FIG. 3

Made in China
Please refer to part numbers when reordering
For questions or comments about product:
Call toll-free: 1-800-585-9969 Monday-Friday 9AM-5PM (Pacific Time)

Made in CHINA for Kmart Corporation, Hoffman Estates, IL 60179
SHOP kmart.com

See our extensive assortment of outdoor living products
on-line at www.sears.com and www.kmart.com